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The Krono Original®(Laminate)
Range of Flooring from FloorCo NZ

Product

1.1 The Krono Original® Laminate Range of Flooring, which looks like real wood, is a cost effective, slip
resistant, hard-wearing laminate flooring that is resistant to impacts, shocks, pressure, scratches and abrasion.
It is durable, tough easy to clean and designed for residential and light commercial use.

1.2 Available in 8mm, 10mm, and 12mm thicknesses, Krono Original® laminate floors are heat resistant and flame
retardant; they are I|ghtfast no discolouration when exposed to sunlight — laminate is resistant to UV light.

1.3 Krono Ongmal is natural. 90% of our laminate flooring is made of sustainable wood, allergy-friendly. With a laminate
floor, there is no hiding-place for dust and hairs. It is compatible with your heating, suitable for hot-water heating and
underfloor heating.

1.4 Krono Original® Laminate Range of Flooring is a floating ﬂoor system and is fast and straightforward to lay thanks to
the Twin-Clic system and 1clic2go Pure ystem. Krono Orlglnal has Integrated Aqua Stop System, with waterproofed HDF
(high density fibreboard) mounting plate, which provides the highest core protection.

NZ Building Regulations

2.1 In the opinion of BEAL, the Krono Original® Laminate Range of Flooring when designed, installed and maintained in
accordance with the statements and conditions of this Product Technical Statement, will meet the following

provisions of the New Zealand Building Code (NZBC):

. Performance Clause B2 Durability: B2.3.1 (c) 5 years

. Performance Clause C3.4 (b) Fire affecting areas beyond the fire source - Depending on use
. Performance Clause D1 Access Routes - where applicable D1.3.3 (d) and (f) & (g) - Where applicable
. Performance Clause E3 Internal Moisture: E3.3.3 and E3.3.5 -covering use in wet areas

. Performance Clause F2 Hazardous Building Materials; F2.3.1- ensuring use of non-hazardous material

2.2 Krono Original® Laminate Range of Flooring has been assessed as ‘an Alternative Solution’ in terms of compliance
with the New Zealand Building Code (NZBC).
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Scope and Limitations

3.1 The Krono Original® Laminate Range of Flooring is
designed for interior use only; The sub-structure
(installation surface) must be compliant with all
provisions of the New Zealand building Code (NZBC)
for new installations. For replacement of existing floors
advice must be sought from the manufacturer.
3.2 The Krono Original® Laminate Range of Flooring
must not be installed over carpet or underlay, vinyl
flooring, rubber flooring, cork flooring etc; the
installation substrate must be equivalent to a new
NZBC Compliant reinforced concrete or timber framed
floor.
Installation over Concrete
3.3 New reinforced concrete subflooring should be
cured for at least 90 days prior to installation. Concrete
Residual Moisture should be measured with a:
o Cement screed: with underfloor heating 1.8% CM; without
underfloor heating 2.0% CM
o Anhydrite screed: with underfloor heating 0.3% CM;
without underfloor heating 0.5% CM
A 0.15mm age-resistant, non-permeable polyethylene
vapor barrier must be installed over the concrete
subfloor. Tape seams with an adhesive tape. The vapor
barrier should be installed up the wall 25mm.
Installation over Timber
3.4 Suspended wood subfloors should have a
minimum of 450mm of well-ventilated air space above
the ground. The moisture content of the wood subfloor
should not exceed 12%. Substrates should be
structurally sound and immobile. Before installing
flooring, ensure the subfloor is leveled within 3mm in
3.0m. Irregularities in the subfloor should be smoothed
using a leveling compound
3.5 If designed, installed and maintained in
accordance with all requirements, the Krono Original®
Laminate Range of Flooring will resist damage due to
everyday household water spills but the flooring is not
designed for use in wet areas and the warranty does
not apply to any damages cause by flooding, leaking
pipes or other fixtures, appliance leaks, improper
cleaning or maintenance, and negligence. All spills
must be cleaned immediately and thoroughly. Walk-off
mats must be used at all entrances and maintained to
limit exposure.
3.6 Installation of the Krono Original® Laminate Range
of Flooring does not have to be I|m|ted to interior areas
with low UV exposure; Krono Orlglnal is UV Resistant.

Technical Literature

Technical Literature

4.1 The FloorCo installation Guidance available from
the FloorCo website https:/floorco.co.nz/flooring-
instruction-centre/ must be read in conjunction with this
Product Technical Statement. All aspects of design,
use, installation and maintenance contained within the
Technical Manual and scope of this PTS must be
followed.

4.3  For a copy of relevant technical literature and
any subsequent updates please refer to
nzfloorco@hotmail.com.

Result of the Assessment

Assessments

5.1 In the opinion of BEAL, compliance with the
relevant performance clauses of the New Zealand
Building Code (NZBC) has been established based on
an internal review of the documentation.

In-service History

5.2 FloorCo has provided a statement of in-service
history demonstrating compliance over time in many
projects. All of the data provided to the reviewer has
been assessed for suitability.

Ease of Repair or Maintenance

5.3  The Technical Literature has been examined by
BEAL and found to be satisfactory.

5.4 Building owners are respon5|ble for the
maintenance of the Krono Original® Laminate Range of
Flooring. Continuous compliance is reliant on the
building owner maintaining the product in accordance
with the manufacturer’s maintenance instructions.
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