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The BerryAlloc® (Laminate) Range
of Flooring from FloorCo

A

Product

1.1 The BerryAlloc® Range of Laminate Flooring is a floating floor system. Floating floors aren’t directly
adhered to the subfloor; instead, they are laid over an underlay without the use of any adhesive. This method is
suitable for every type of floorlng except solid wood. The installation cost of floating floorlng is less than that of
glue-down methods and it is easy to maintain and replace. The extensive BerryAlloc® Laminate Flooring Range
is durable and meets current aesthetic and technical requirements: quality, variety of finishes, durability,
longevity and ease of mstallatlon

1.2 Back in 2008, BerryAlloc® was the first company to introduce water-resistant laminate to the market with its
innovative hydro+ technology. This unique formulation has indisputably proven its durability, quality, and value for money
after years of exposure to daily situations. How does it work? A hydrophobic coating is applied to all sides of the plank,
effectively repelling water when it comes into contact with the joints. Applied during manufacturing,

our Ocean+ and Smartline 8 hydro+ collections are completely water resistant when leaving the production line.

1.3 The BerryAlloc™ Range of Laminate Flooring is compatible with underfloor heating and cooling, has Pan European
Flooring Certification (PEFC), European Conformity (CE), European Producers of Laminate Flooring (EPLF), Splash
resistant, scratch-resistant, easy to clean; a premium quality natural wood design.

NZ Building Regulations

2.1 In the opinion of BEAL, the Krono Original® Laminate Range of Flooring when designed, installed and maintained in
accordance with the statements and conditions of this Product Technical Statement, will meet the following

provisions of the New Zealand Building Code (NZBC):

o Performance Clause B2 Durability: B2.3.1 (c) 5 years

Performance Clause C3.4 (b) Fire affecting areas beyond the fire source - Depending on use

Performance Clause D1 Access Routes - where applicable D1.3.3 (d) and (f) & (g) - Where applicable
Performance Clause E3 Internal Moisture: E3.3.3 and E3.3.5 -covering use in wet areas

Performance Clause F2 Hazardous Building Materials; F2.3.1- ensuring use of non-hazardous material

2.2 Krono Original® Laminate Range of Flooring has been assessed as ‘an Alternative Solution’ in terms of compliance
with the New Zealand Building Code (NZBC).
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Scope and Limitations

3.1 The BerryAIIoc® Laminate Range of Flooring is
designed for interior use only; The sub-structure
(installation surface) must be compliant with all
provisions of the New Zealand building Code (NZBC)
for new installations. For replacement of existing floors
advice must be sou%ht from the manufacturer.
3.2 The BerryAlloc™ Range of Laminate Flooring must
not be installed over carpet or underlay, vinyl flooring,
rubber flooring, cork flooring etc; the installation
substrate must be equivalent to a new NZBC Compliant
reinforced concrete or timber framed floor.
Preparing the Subfloor
3.3 BerryAlloc® Laminate can be installed on most
hard subfloors, e.g. chip/plasterboards, PVC or
concrete (be sure that the existing subfloor construction
is fixed). The subfloor must be totally dry:
. Wooden and wood based material, max. 50 %
relative humidity

o Concrete and light concrete floor, max. 2,0 CM %
(1,8 CM % if floor heating)
o Plaster and plaster based floor, max. 0,5 CM %

(0,3 CM % if floor heating)
The subfloor has to be even (max. height difference of
4mm per 2m). Sharp edges must smoothened and
holes filled. This is important because an uneven
subfloor can lead to squeaking noises. Clean the
subfloor before you start the installation. On an existing
wooden floor, BerryAlloc®laminate should be installed
across old floorboards
Floor Heating/Cooling
3.4 If you have a subfloor heating/cooling system, be
sure to read our separate manual for installing laminate
flooring on top of floor heating/cooling.
Underlays
3.5 We recommend to install your laminate flooring
with a BerryAIIoc underlay that suits your situation:
reduce footfaII noise, floor heating compatible, ..
BerryAIIoc underlays are specially developed for our
floors, and with the same high quality standards, to
ensure a perfect result.
3.6 If designed, installed and maintained in
accordance with all requwements the BerryAIIoc
Range of Laminate Flooring is warranted for 20 years
for residential and 5 years for commercial to the first
owner for wear resistance, fade resistance, and stain
resistance; in addition: Smartline hydro+ is warranted
for 15 years for residential and 5 years for commercial
to the first owner for water resistance.
3.6 Installation of the BerryAlloc® Range of Flooring
does not have to be limited to interior areas with low UV
exposure; BerryAlloc® is UV Resistant.

Technical Literature

Technical Literature

The FloorCo installation Guidance available from the
FloorCo website https:/floorco.co.nz/flooring-instruction
-centre/ must be read in conjunction with this Product
Technical Statement. All aspects of design, use,
installation and maintenance contained within the
Technical Manual and scope of this PTS must be
followed.

4.3  For a copy of relevant technical literature and
any subsequent updates please refer to
nzfloorco@hotmail.com.

Result of the Assessment

Assessments

5.1 In the opinion of BEAL, compliance with the
relevant performance clauses of the New Zealand
Building Code (NZBC) has been established based on
an internal review of the documentation.

In-service History

5.2 FloorCo has provided a statement of in-service
history demonstrating compliance over time in many
projects. All of the data provided to the reviewer has
been assessed for suitability.

Ease of Repair or Maintenance

5.3  The Technical Literature has been examined by
BEAL and found to be satisfactory.

5.4 Building owners are resgonsible for the
maintenance of the BerryAlloc™ Range of Flooring.
Continuous compliance is reliant on the building owner
maintaining the product in accordance with the
manufacturer’s maintenance instructions.
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